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Fire Reaction: Fire classi�cation: Euroclass E, according to EN 13501-1, based on tests conducted under EN ISO 11925-2.
Warning: The maximum exposure temperature for all products must not exceed 60°C.

CE Marking: Not applicable, pursuant to Article 2(1) of Regulation (EU) No. 305/2011 of the European Parliament and of the 
Council of 9 March 2011 laying down harmonised conditions for the marketing of construction products and repealing 
Council Directive 89/106/EEC.

• Original replica with a natural and authentic wood appearance.
• Smooth and highly durable surface.
• Can be easily painted with acrylic paint or water-based wall paint.
• Solvent-free and CFC-free; environmentally friendly.
• Adhesive consumption: approx. 56 g/m.

Identi�cation: The HOMESTAR brand name and product references are printed on the product packaging.

Recommendation: Ideal for creating warm and modern interiors. Perfect for decorating restaurants, o�ces, pubs, hotels, 
kitchens, bedrooms, living rooms, guest rooms, function halls and many other spaces.

Characteristics and Resistance: HOMESTAR decorative boards have no structural function and are intended solely for decora-
tive purposes. They are moisture-resistant and can be exposed to water. They are also immune to pests and termites.

Easy Installation: Before starting installation, ensure that the surface is clean, stable, dry and as smooth as possible. Our 
decorative boards are particularly easy to install. Once the beam installation has been completed, simply apply our 
Multi-Purpose Adhesive to the back of the board and press it �rmly against the wall. Remove any excess adhesive imme-
diately with a damp cloth to prevent staining.

Moulded Polyurethane
REAL WOOD IMITATION BOARD

FABRICADO NA ALEMANHA

Adhesive: We recommend using HOMESTAR adhesive, a water-based, solvent-free adhesive. HOMESTAR adhesive is availa-
ble in three packaging formats: 380 g cartridge (requires a caulking gun), 1 kg and 5 kg buckets (BR), and 1.5 kg and 4 kg 
buckets (PT), for application with a spatula.

NOTE: A tolerance of 5% in dimensions and weight and +/- 5 mm in length should be considered.

NOTE: Subject to slight colour variations.

Glue application and joint �nishing: The bonding surface must be clean, dry, and dust-free. If using a gun, apply multiple adhe-
sive lines across the pro�le. If using a spatula, spread adhesive over the entire surface, maintaining a layer of approximate-
ly 0.5 to 1 cm. After applying, place the pro�le and slide it slightly left and right to remove air bubbles. Remove excess 
adhesive with a damp sponge. Joints between pro�les should be as tight as possible; apply HOMESTAR adhesive 
between joints and surfaces. More information is available in our videos at www.homestar.online

Application tools: You will need the following materials: a caulking gun, a spatula, a measuring tape, a pencil, a sponge, and 
a bucket. To learn how to install our beams, visit our website www.homestar.online and watch our installation videos.


